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DMU 628.4 /928.4

maximum speed: 120 km/h

driving type: diesel-hydraulic

engine output: 485 kW

total weight: 70 t

biggest axle load: 15 t

year of manufacture: 1992-1995

In operation: Germany, Romania, Poland, Czech Republic, Canada

Conversion available: Air condition, Change track gauge

Available for sale 150

bogie pivot pitch: 15,1 m + 15,1 m

rigid wheel-base: 1,9 m

brake type: pneum pneum. self adjusting load-proport. disc brake with brake 

force of magnetic track brake (KE-P-A-Mg (D))

length: 46,4 m

Width: 2,85 m

heating/ventilation: roof ventilator

windows: fixed and sliding

toilet: vacuum

◼ Two-piece diesel multiple-unit set

◼ 12 1st class seats, 134 2nd class seats
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Retrofit

Customer

1435 1000

db-usedtrain

Standard gauge Meter gauge

Conversion available for*:
2850

Enquiries regarding conversion solutions can be made to db-usedtrain
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Option 1 – Units on the roof

Option 2 – Units inside cabin

Retrofit Solutions for the bogies and the air-conditioning 
system are available for the VT 628.4
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Dimensions of the VT 628.4

DB Regio AG | Rolling Stock Sales | www.db-usedtrain.com | 2026 3



DB Vertraulich / DB Confidential

4

Use in multiple-unit traction
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139200

The DMU 628.4 can be operated in triple-unit formation

DB Regio AG | Rolling Stock Sales | www.db-usedtrain.com | 2026 



DB Vertraulich / DB Confidential

5

Long-term sustainability: The supply of spare parts from donor vehicles ensures 

planning certainty and sustainable operation beyond the year 2030.

Durable and robust components: Robust materials minimise unplanned downtime 

and ensure a high level of operational reliability in demanding day-to-day use.

Available Infrastructure for retrofitting and overhauls in Europe: Specialised

workshops provide reliable support for technical modernisation and adaptations to 

regulatory requirements.

Simple maintenance: A maintenance-friendly design and standardised components 

enable efficient and cost-effective repairs.

Global deployment: Once the modifications have been carried out, the vehicles 

can be used worldwide

The VT 628.4 is a durable rail vehicle and suitable for use 
worldwide
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• Powerplant under the floor of VS 928

• Separate power supply with an output of 38 
kW

• New electrical conections between cars and 
fuelline

• AC units on roof

• 4 air-conditioning units (2 for the passenger 
compartment, 2 for the driver’s cabs)

• Use of existing ventilation ducts

• Increase in axle load within the permitted 
limits

• Vehicle height slightly increased due to the 
roof-mounted air-conditioning unit

Option 1

DMU 628 from a DB second-hand train - sporting a new look 
at our customer’s premises - Czech Republic
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OPERATING SEQUENCE

01 Start the DMU engine
The engine must be running before 
the climate modules can be 
powered.

02 Switch on the A/C system
The air-conditioning system is then 
activated for operation.

The climate modules draw their 
power directly from the DMU 
engine.

DIRECT ENGINE SUPPLY

Option 2

DMU 628 from a DB second-hand train – Powerpack supplies 
power to the air conditioning system—  Romania
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